




1.) PEXa Cross Linked Pipe

PEX PRODUCTS

Formed with the peroxide that is made into the raw 
material during the extrusion. Peroxide is the chemical 
that is activated by heat forms free from radicals from 
the cross-link. These kind of pipes are called PE-Xa 
cross-link pipes.

Size (D) Description CODE

16 mm (2.2 mm wall thickness)
20 mm (2.8 mm wall thickness)

PEXa
PEXa

VP16
VP20

2.) Corrugated Conduit

Corrugated Conduit is a flexible conduit which can be 
used in a host of different applications and add extra 
protection also indicates the PEX pipe if it’s hot (red) & 
cold (blue).

Size (D) Description CODE

25 mm
25 mm
32 mm
32 mm

Corrugated Conduit (Red)
Corrugated Conduit (Blue)
Corrugated Conduit (Red)
Corrugated Conduit (Blue)

VCC25R
VCC25B
VCC32R
VCC32B

3.) Female Elbow & Comp. Fitt. (DZR or Bronze)

Elbow is made of a lead-free DZR brass and is an easy 
to install, low-cost solution to connect to PEX tubing.

Size (D) Description CODE

16 mm x 2.2 mm x ½”
20 mm x 2.8 mm x ½”
16 mm x 2.2 mm x ½”
20 mm x 2.8 mm x ½”

Female Elbow (DZR)
Female Elbow (DZR)
Female Elbow (Bronze)
Female Elbow (Bronze)

VDE16
VDE20
VBZE16
VBEZE20

4.) Elbow Casing

Plastic box for holding Elbows for easy PEX tubing 
Connection.

Size (D) Description CODE

25 mm
32 mm
25 mm
32 mm

Elbow Casing
Elbow Casing
Elbow Casing
Elbow Casing

VDEC25
VDEC32
VBZEC25
VBZEC32
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5.) PEX MALE Adaptor (DZR or Bronze)

A special adaptor to connect PEX pipe & water source.

Size (D) Description CODE

16mm x 2.2mm x ½”
20mm x 2.8mm x ½”
20mm x 2.8mm x ¾”
16mm x 2.2mm x ½”
20mm x 2.8mm x ½”
20mm x 2.8mm x ¾”

PEX MALE Adaptor (DZR)
PEX MALE Adaptor (DZR)
PEX MALE Adaptor (DZR)
PEX MALE Adaptor (Bronze)
PEX MALE Adaptor (Bronze)
PEX MALE Adaptor (Bronze)

VDMA0
VDMA1
VDMA11
VBZMA0
VBZMA1
VBZMA11

6.) PEX Female Adaptor (DZR or Bronze)

A special adaptor to connect PEX pipe & water source.

Size (D) Description CODE

16mm x 2.2mm x ½”
20mm x 2.8mm x ½”

PEX Female Adaptor
PEX Female Adaptor

VDFA0
VDFA1

7.) Manifold with Valves (DZR or Bronze)

PEX manifolds are plumbing systems are control 
centers for hot and cold water that feed flexible PEX 
supply lines to individual fixtures. 

Size (D) Outlet CODE

16mm x 2.2mm x ¾”
20mm x 2.8mmx 1”
16mm x 2.2mmx 1 ¼”
20mm x 2.8mm x 1 ½”

2,3 & 4 outlet
2,3 & 4 outlet
2,3 & 4 outlet
2,3 & 4 outlet

21401
21402
21403
21404

8.) Manifold (DZR or Bronze)

PEX manifolds are plumbing systems are control 
centers for hot and cold water that feed flexible PEX 
supply lines to individual fixtures. 

Size (D) Outlet CODE

¾”
1”
1 ¼”
¾”
1”
1 ¼”
¾”
1”
1 ¼”

2 WAY (DZR)
2 WAY (DZR)
2 WAY (DZR)
3 WAY (DZR)
3 WAY (DZR)
3 WAY (DZR)
4 WAY (DZR)
4 WAY (DZR)
4 WAY (DZR)

RM12
RM22
RM32
RM13
RM23
RM33
RM14
RM24
RM34
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9.) Female End Cap-Manifold (DZR or Bronze)

They are used to seal the female end of a manifold.

10.) Male End Cap-Manifold (DZR or Bronze)

They are used to seal the female end of a manifold.
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Size (D) Outlet CODE

¾”
1”
1 ¼”
¾”
1”
1 ¼”
¾”
1”
1 ¼”

2 WAY (Bronze) 
2 WAY (Bronze)
2 WAY (Bronze)
3 WAY (Bronze)
3 WAY (Bronze)
3 WAY (Bronze)
4 WAY (Bronze)
4 WAY (Bronze)
4 WAY (Bronze)

BZRM12
BZRM22
BZRM32
BZRM13
BZRM23
BZRM33
BZRM14
BZRM24
BZRM34

Size (D) Outlet CODE

¾”
1”
¾”
1”

Female End Cap (DZR)
Female End Cap (DZR)
Female End Cap (Bronze)
Female End Cap (Bronze)

BFEC1
BFEC2
BZFEC1
BZFEC2

Size (D) Outlet CODE

¾”
1”
¾”
1”

Male End Cap (DZR)
Male End Cap (DZR)
Male End Cap (Bronze)
Male End Cap (Bronze)

BMEC1
BMEC2
BZMEC1
BZMEC2



FREQUENTLY ASKED QUESTIONS

Q: Which is the raw material used to produce VIALLI PEX Pipe system?
A: Vialli using Borealis raw material to produce PEXa pipes under DIN 16892 & 
DIN 16893.

Q: What are production standards of VIALLI PEX?

A: Following standards are used for the production of VIALLI pipes and fittings:

Standard 
DIN 16892 Cross linked high-density polyethylene PEXa pipes - General 

quality requirements and testing
DIN 16893 Cross linked high-density polyethylene PEXa pipes – Dimensions

Q: What is the service life (life span) of VIALLI PE-X piping system for different
pressure groups?

A: PEXa pipes have a service life of 50 years according to DIN Standards for in 
house applications. To have detailed information for different temperatures and 
pressure rates, please refer to page No. 8.

Q: Are VIALLI PEXa pipes used for drinking water? Are they Hygienic/Healthy?
A: PEXa products can safely be used for drinking water. VIALLI PEXa products 
have got all international Approvals as well as the approvals of the sales 
territories. (WRAS).

Q: How is the pipe cutting recommended?

A: It is advised to used sharp cutting tools to cut the pipe with no burrs VIALLI 
provide cutting tools.

Q: How is the size of Pipes and Fittings measured?
A: Pies size is measured by mm (millimeter) of its outer dia. PEXa fittings are 
measured by mm (millimeter) of inner dia. and metal threaded fittings treaded 
side size is measured in inches.

Q: Are VIALLI PEXa compression fittings reusable?

A:  Yes, it is so easy to disconnect the fittings and do the required maintenance 
and re-connect it again.

Q: Is there a possibility of over- or under-tightening the fitting?

A: If you follow the instructions above, the risks of over- or under-tightening are 
very small. Since all systems must be pressure tested prior to being put into use, 
it is possible to tighten the fitting more if there’s a leak at the connection point. In 
order to avoid over-tightening the compression nut, do not use excessive force 
and wrenches larger than indicated when installing the fitting.

Q: I see that the brass O-ring is split, is it normal?
A: Yes. When the compression nut is tightened, the open ends of the O-ring come 
together, exerting pressure upon the Vialli PEXa pipe, allowing it to be 
compressed over the fitting's barbs.

Q: What purpose do the black rubber O-rings over the fitting's barbs serve?
A: The O-rings are intended to prevent water leakage. The main purpose of the 
barbs is to prevent the fitting from popping out under pressure from the pipe. The 
O-rings should not be removed from the fitting, nor is it necessary to lubricate
them in any way.

Concern Production
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Technical training ensures that clientare proficient in using complex tools, 
machinery, or software while adhering to safety standards and best practices.

Traing Services 

TECHNICAL SUPPORT 

To teach clients to recognize and mitigate risks in their work environments, 
ensuring safety and compliance with local regulations.

Safety and Compliance Training

Our product is made using the finest raw materials and undergoes rigorous 
quality control to ensure it meets the highest standards. We are committed to 
delivering not only great performance but also long-term reliability, so you can 
trust that it will meet your expectations and serve you well for years to come."

Quality 

Website: vialligmbh.de
Email:info@vialligmbh.de
Tel: +49 173 4674615

Technical Contact

CONTACTS

Gewerbegebiet Derching, Egerländer Str. 16, 86316 Friedberg, Germany
LOCATION
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www.vialligmbh.de

Email - info@villigmbh.de
Tel - +49 173 4674615

Egerländer Str. 16, Industriegebiet Derching,
Friedberg, Bayern, 86316, Germany.




